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NRC INSPECTION MANUAL IIPB

Change Notice 04-025

DELETED: TRANSMITTED:

Number Date Number Date

1. IMC 0308, Att 1 06/25/04 IMC 0308, Att 1 10/06/04

2. IMC 1330 03/04/02 IMC 1330 10/06/04

3. IP 71151 12/16/03 IP 71151 10/06/04

4. ----- ----- TI 2515/160 10/06/04

TRAINING: No special training requirements have been identified for any documents
issued with this change notice.

REMARKS:

IMC 0308, Att 1 (Technical Basis for Performance Indicators) has been
revised to delete information related to the physical protection cornerstone
to ensure that potentially useful information is not provided to a possible
adversary.

IMC 1330 (Response To Transportation Accidents Involving Radioactive
Materials) has been reviewed to reflect current practice, and no revisions
have been made.

IP 71151 (Performance Indicator Verification) has been revised to delete
information related to the physical protection cornerstone to ensure that
potentially useful information is not provided to a possible adversary.

TI 2515/160 (Pressurizer Penetration Nozzles and Steam Space Piping
Connections in U.S. Pressurized Water Reactors [NRC Bulletin 2004-01])
has been issued to provide inspection guidance for inspections of licensee-
implemented augmented examinations of ASME Code Class 1 pressurizer
components fabricated from Alloy 600/82/182 materials, as implemented in
accordance with NRC Bulletin 2004-01.

DISTRIBUTION:  Standard
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