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 NRC INSPECTION MANUAL IRIB 
Change Notice 22-016 

 
 DELETED:  TRANSMITTED:  

 Number Date Number Date 

1. IMC 0612 App B 07/23/21 IMC 0612 App B 08/08/22 

2. IP 71111.08 12/14/18 IP 71111.08 08/08/22 

3. IMC 0307 App B 05/29/20 IMC 0307 App B 08/08/22 

 

TRAINING: No special training is required for any documents issued with this Change Notice. 
 

REMARKS: IMC 0612 App B, "Issue Screening Direction." Updated the VLSSIR and URI 
consideration and flowchart to clarify that the presence of traditional enforcement 
(e.g., impeding the regulatory process) does not preclude VLSSIR and URI 
documentation. Clarified that violations receiving enforcement discretion are not 
assessed under the ROP, consistent with IMC 0308 Att 3. Removed guidance 
that was inconsistent with defining the performance deficiency as the proximate 
cause of the degraded condition, consistent with IMC 0308 Att 3. 
 
IP 71111.08, "Inservice Inspection Activities.” Reformatted SAMPLE 
REQUIREMENTS table by removing references to BWR and PWR, changing 
Section 03.01a to 03.01 for BWRs and PWRs, and changing Section 03.01 a-d 
for PWRs to Sections 03.02 (for 03.01b), 03.03 (for 03.01c) and 03.04 (for 
03.01d), and adding “When Required” for each sample section. Revised table to 
address renumbering (i.e., 03.01 NDE/Welding 36 hours +/- 6; 03.02 RPV Head 
20 hours +/- 4; 03.03 Boric Acid 10 hours +/- 2; 03.04 Steam Generator Tubes 20 
hours +/- 4) and consequently, the table footnote was changed to clarify when 
each sample is required. The corresponding sections listed in the table were 
updated in the body of the IP. Made editorial changes in Sections 03.01a (now 
03.01), 03.01 b (now 03.02), 03.01c (now 03.03) and 03.01d (now 03.04) by 
moving sentence after title that clarifies the applicable technology to below title. 
Incorporated recommendations of FBF-71111.08-2429 by adding in GENERAL 
GUIDANCE section for the selection of welds (3rd paragraph) and adding new 
subsection 03.01 5(a) and (b) specific guidance for sites that when the rules of 
10 Code of Federal Regulations (CFR) 50.69 have been applied, verify that the 
reduction in the inspection sample population within the ISI program remains 
acceptable and verify that ISI boundary drawings reflect the changes prompted 
by site application of the 10 CFR 50.69 rules. 
Per FBF-71111.08-2429 request to update broken hyperlinks, updated the 
hyperlinks for the following sites: 
•  Operating Experience & Generic Communication Hub 
•  IHS Codes and Standards 
•  NRC Technical Library 
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IMC 0307 App B, "Reactor Oversight Process Self-Assessment Baseline 
Inspection Program Monitoring and Comprehensive Review." Complete 
reissuance (major rewrite) to incorporate changes regarding staff expectations 
for inspection procedure and inspection manual leads of reactor oversight 
process governance documents (ML19219A225). Implemented data-driven 
quarterly baseline IP monitoring, which references the desk guide by providing 
information to implement the memorandum. 

 

EDITORIAL REVISIONS FROM PREVIOUS CHANGE NOTICES (As Required): 
 
DISTRIBUTION: 

  Standard 
  Official Use Only (OUO)-Security Related Information. 

 Please contact:  _______________ Phone:  ________ 
 

END 
 
 

 


